
Twin Eye  Cable Stocking Specification  

 

Document Number: SAL900-20 Page 1 of 1 Revision Number: 1.4 

 

Galvanised Steel – Twin Eye Cable Stocking  

Size 
(mm) 

Part 
Number 

Wire Size 
(mm) 

Thimbles 
(mm) 

Ferrules Agg Break 
Strength 

(kg) 

Eye Length 
(mm) 

Grip 
Length 
(mm) 

Overall 
Length 
(mm) 

Shackle 
(tonne) 

Weight 
(kg) Top Bottom 

6 - 14 CSTE32 1.2mm 6 (SS) 3.5 2.5 1600 90 415 505 0.75 0.1 

14 - 20 CSTE33 1.2mm 6 (SS) 3.5 2.5 1600 90 460 550 0.75 0.2 

20 – 30 CSTE34 1.5mm 6 (SS) 4.5 2.5 2500 115 725 840 0.75 0.3 

30 – 40 CSTE35 2.0mm 8 (SS) 6 3 4200 165 1025 1190 1 0.6 

40 – 50 CSTE36 2.0mm 8 (SS) 6 3 4200 185 1125 1310 1 0.7 

50 – 60 CSTE37 2.5mm 10 (SS) 7 4 7500 230 1525 1755 1.5 1.4 

60 – 70 CSTE38 2.5mm 10 (SS) 7 4 7500 240 1550 1790 1.5 1.4 

70 – 85 CSTE39 2.5mm 10 (SS) 7 4 7500 260 1625 1885 1.5 1.5 

85 – 100 CSTE40 3.0mm 14 (SS) 9 4.5 10500 300 2000 2300 2 2.8 

100 – 120 CSTE41 3.0mm 14 (SS) 9 4.5 10500 290 2150 2440 2 3.2 

120 – 140 CSTE42 4.0mm 16 (Galv) 12 6 16000 450 2565 3015 3.2 6.5 

140 – 180  CSTE43 4.0mm 16 (Galv) 13 6 20000 500 3500 4000 3.2 10 

180 – 220 CSTE44 4.0mm 16 (Galv) 13 6 20000 550 3900 4450 3.2 12 

220 – 260 CSTE45 4.0mm 16 (Galv) 13 6 20000 550 4375 4925 3.2 13 

260 – 300 CSTE46 4.0mm 16 (Galv) 13 6 20000 580 4500 5080 3.2 14 

 

 

 

                                                                                                       

 

 


